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BiR 100-240V. 50/60Hz
EBEr—7) NI -F4T 3P

HEBEA 400W (100W LED X% 4)
DMX 5P *+/a%Y%— In/Out
Frozl 1. 3. 4, 9ch

XA 50°

1ch 3ch 4ch 9ch

1 Dimmer High | Dimmer High White 1 Dimmer High
2 Dimmer Low White 2 Dimmer Low
3 Strobe White 3 Strobe

4 White 4 White 1

5 White 2

6 White 3

7 White 4

Auto Programs

Dimmer Curve

*Dimmer Low @ 100%!% High ® 10%
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DMX Values

Operation
9 Ch Channel Function Value Percent/Setting
1 Dimmer H 000255 |0-100%
2 Dimmer L 000255 |0-100%
000010 |No function
3 Strobe 011132 |0-20 Hz (All pods)
133&255 |0—20 Hz (Random strobe macros)
4 White 1 000255 |0-100%
5 White 2 000255 |0-100%
6 White 3 000255 |0-100%
7 White 4 000255 |0-100%
0004010 |No function
011040 |Auto 1
0414080 |Auto 2
081120 |Auto 3
8  |AutoPrograms 121160 |Auto 4
161200 |Auto 5
201240 |Auto 6
241255 |No function
0004010 |Preset dimmer speed from display menu
011040 |Nonlinear dimming curve 1 (fastest)
9 Dimmer Speed 041080 |Nonlinear dimming curve 2
081120 |Nonlinear dimming curve 3 (slowest)
121255 |Preset dimmer speed from display menu
1 Ch Channel Function Value Percent/Setting
1 Dimmer H 000255 [0-100%
3 Ch cChannel Function Value Percent/Setting
1 Dimmer H 000255 |0-100%
2 Dimmer L 0004>255 [0-100%
000010 |No function
3 Strobe 011132 |0—20 Hz (All pods)
133255 |0-20 Hz (Random strobe macros)
4 Ch Channel Function Value Percent/Setting
1 White 1 0004>255 [0-100%
2 White 2 0004>255 [0-100%
3 White 3 000255 [0-100%
4 White 4 000255 [0-100%
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